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For radiator positions and controls refer to standard heating designs.

REFER TO SEPARATE DRAWING

FOR DETAILED KITCHEN LAYOUT

AND ELECTRICS.

SLIP RESISTANT VINYL

SHEET COVERING TO

KITCHEN, WC & BATHROOMS.

NOT TO UNDERSIDE OF

KITCHEN UNITS & BATH.

SLIP RESISTANT VINYL

SHEET COVERING TO

KITCHEN, WC & BATHROOMS.

NOT TO UNDERSIDE OF

KITCHEN UNITS & BATH.

360 x 265MM WALL MOUNTED

WASH HAND BASIN. ENSURE MIN.

CLEARANCE OF 750MM TURNING

CIRCLE UNDERNEATH BASIN.

PIR PIR

PIR

SHARED OWNERSHIP COMPLIANCE LEVEL 1

WINDOWS TO BE WHITE UPVC

DOUBLE GLAZED UNITS.

WIRING FOR EXTERNAL 'PIR'

CONTROLLED LIGHT ONLY TO REAR

AS STANDARD. LIGHT FITTED TO

RENTED & SHARED OWNERSHIP

LEVEL 1.

WHITE GRP DOOR TO

STYLE AS SHOWN ON ELEVATION.

4 No. CHROME HAT & COAT HOOKS.

1½ BOWL SINK TO SHARED

OWNERSHIP LEVEL 1. REFER TO

KITCHEN LAYOUT DRAWING.
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FOR PROJECTING

BRICK CORBEL

SEE DETAIL: ET[8]05.

CHILDPROOF RELEASABLE WINDOW

RESTRICTORS TO ALL WINDOWS

ALL FASCIAS, SOFFITS, AND

BARGEBOARD TO BE UPVC BY

SPECIALIST MANUFACTURER.

REFER TO SITE MATERIAL SCHEDULE

FOR BRICK & ROOF TILE TYPES.

FOR DOUBLE LEAN-TO

TIMBER PORCH

SEE DETAIL CE[13]24.3.

FOR BRICK CILL &

PREFORMED FLAT ARCH

SEE DETAIL CE[13]01.

    DENOTES WINDOWS TO BE

SUPPLIED AS FIRE ESCAPE

SEE DETAIL: WD[7]03

*  

FOR STRING COURSE DETAILS

SEE DETAIL CE[13]05.

EC.

     DENOTES WINDOWS TO BE

SUPPLIED EASY CLEAN HINGES.

ob.

     DENOTES WINDOWS TO BE

SUPPLIED OBSCURE GLAZED.

     DENOTES TOUGHENED

SAFETY GLASS TO B.S. 6206

(SEE DETAIL NO: WD[7]04)

FRONT DOOR: REF D47

(STYLE AS SHOWN) SEE

DETAIL: WD[7]01
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FOR ROUGH CAST (PREFERRED

FINISH) MONOCOUCHE RENDER

SEE DETAIL CE[13]33.

W8

W7

MOVEMENT JOINT POSITIONED BEHIND RWP MOVEMENT JOINT POSITIONED BEHIND RWP

ROOM

MIN HIGH RATE (L/S)

KITCHEN 13

BATHROOM
8

WC
6

TOTAL EXTRACTION RATE 27

  MECHANICAL EXTRACT CONTINUOUS RUNNING TRICKLE SPEED:

  KITCHEN 8l/s BATHROOMS 5l/s. MAXIMUM HIGH RATE 21l/s

FLOOR AREA VENTILATION RATE MIN

68.08 0.3

WHOLE BUILDING VENTILATION RATE 20.42 l/s* PER M²

EXTRACT VENTILATION RATES

WHOLE DWELLING VENTILATION RATE

* BASED ON TWO OCCUPANTS IN THE MAIN BEDROOM

AND A SINGLE OCCUPANT IN ALL OTHER BEDROOMS.

Background ventilators are not required on house types with a Design Air Permeability

leakier than (>)5m³/h/m³) at 50 Pa. On house types with a Design Air Permeability of

(<)5m³/h/m³) at 50 Pa, all habitable rooms to have controllable background ventilators

with a minimum of 2500mm² equivalent area. Background ventilators must not be

installed in the wet rooms where the fans are located. Refer to plot specific SAP rating

for the Design Air Permeability.

INTERNAL CAVITY BLOCKWORK 100mm

TO BE CONSTRUCTED USING 100mm DUROX SUPABLOC

BLOCKWORK  (MIN 3.5N/mm²) TO GROUP SPECIFICATION.

EXTERNAL BRICKWORK 102mm

BRICK FACING FINISH. 102.5mm NOMINAL BRICKWORK

OUTER LEAF (MINIMUM 21N/mm²) TO GROUP SPECIFICATION.

SEMI-EXPOSED WALL TO BE 100mm

DUROX SUPABLOC BLOCKWORK (BETWEEN DWELLING AND

GARAGE) (3.5N/mm² MINIMUM) WITH 38mm BRITISH GYPSUM

'THERMALINE PIR' PLASTERBOARD ON DABS TO DWELLING

(WARM) SIDE TO GROUP SPECIFICATION.

NON-LOADBEARING METAL STUD PARTITION

75mm NOMINAL FINISHED DIMENSION FOR STUD WALLS

TO GROUP SPECIFICATION.

LEGEND.

WHERE SVP OFFSETS OCCUR WITHIN THE WET AREA OF THE

PIPE WORK, ACCESS PLATES WILL BE REQUIRED TO THE PIPE,

AND IN THE BOXING.

NOTE : FOR INSULATION IN CAVITY WALLS REFER TO GROUP

SPECIFICATION AND HOUSE TYPE SAP RATINGS.

DENOTES COOKER HOOD TO BE SET TO RE-CIRCULATION

AND NOT VENTED TO OUTSIDE AIR.

INTERNAL LIGHTING TO BE 100% LOW ENERGY LAMPS AS PER

AMOUNT STATED IN THE DER SAP 2009 CALCULATIONS AND IN

ACCORDANCE WITH THE DOMESTIC BUILDING SERVICES

COMPLIANCE GUIDE.

RE-CIRC

MECHANICAL CONTINUOUS RUNNING FANS TO BE FITTED TO ALL

WET ROOMS, TO BE FITTED WITH CONSTANT VOLUME CONTROL

& BE CAPABLE OF ACHIEVING MINIMUM HIGH RATES OF 13L/S IN

KITCHENS, 8L/S IN UTILITY ROOMS & BATHROOMS, 6L/S IN W.C'S.

ALL FANS TO BE VENTED DIRECTLY TO OUTSIDE AND INSTALLED

TO MANUFACTURERS RECOMENDATIONS. A 2 POLE ISOLATING

SWITCH FOR SERVICING THE FAN WILL BE REQUIRED. ALL FIXED

MECHANICAL VENTILATION SYSTEMS IN DWELLINGS, WHERE THEY

CAN BE TESTED AND ADJUSTED, SHALL BE COMMISSIONED AND

COMMISSIONING NOTICE GIVEN TO THE BUILDING CONTROL.

PART M ACCESS (FRONT ENTRANCE DOOR):

LEVEL, RAMPED OR STEPPED APPROACH TO DWELLING TO

COMPLY WITH PART M OF BUILDING REGS. FOR DETAILS OF

THRESHOLD AND ACCESS ARRANGEMENTS.

NON-LOADBEARING METAL STUD PARTITION

WITH 50mm ISOVER APR INSULATION IN THE  CAVITY TO ACHIEVE

40dB SOUND REDUCTION 75mm NOMINAL FINISHED DIMENSION

FOR STUD WALLS TO GROUP SPECIFICATION.

DENOTES TOUGHENED SAFETY GLASS TO DOORS AND

WINDOWS. SEE DETAIL NO: WD[7]04.

COMBI

CAVITY TRAYS SHOULD BE PROVIDED AT ABUTMENTS OF

ROOFS AND CAVITY WALLS E.G. WHERE THE ROOF IS OVER

AN ENCLOSED AREA. TO BE READ IN CONJUNCTION WITH

NHBC STANDARDS SECTION 6.1

SEE DETAIL NO. RF[6]18 FOR CONSTRUCTION.

INTERNAL CAVITY BLOCKWORK 100mm

TO BE CONSTRUCTED USING 100mm DUROX SUPABLOC

BLOCKWORK  (MIN 7N/mm²) TO GROUP SPECIFICATION.

INTERNAL BLOCKWORK WALLS 100mm

LOAD BEARING / NON LOAD BEARING WALLS TO BE

CONSTRUCTED USING 100mm CONCRETE BLOCKS

(MIN 3.5N/mm²) LINED WITH 12.5mm BRITISH GYPSUM

STANDARD WALLBOARD TO GROUP SPECIFICATION.

SYSTEM

DENOTES FD30 FIRE RESISTANT DOOR TO BS 476 PART22: 1987.

FITTED WITH STEEL BUTT HINGES AND APPROVED HARDWARE.

FRAME TO HAVE MIN.12mm REBATES WHERE SHOWN.

FD30

DENOTES MAINS OPERATED DOOR BELL,

REFER TO SPECIFICATION LEVEL.

DENOTES EXTERNAL LIGHT, REFER TO SPECIFICATION LEVEL.

CU

S

DENOTES SPUR FOR FUTURE STAIRLIFT.

EXTERNAL WALL (BELOW DPC)

EXTERNAL BRICKWORK / BLOCKWORK AND INTERNAL BLOCKWORK

AS DETAILED ABOVE. CAVITY INSULATION TO BE INSTALLED

MIN. 150MM DOWN FROM TOP OF FLOOR INSULATION. LEAN MIX

CAVITY FILL CONCRETE, ALL TO GROUP SPECIFICATION

B

BATTEN LOW ENERGY LIGHT FITTING. IN ACCORDANCE WITH IEE

WIRING REGULATIONS 17TH EDITION.

PARTY WALL

TO BE BUILT IN ACCORDANCE WITH PART E ROBUST DETAIL

E-WM-28. 302mm WALL TO CONSIST OF 2NO. LEAVES OF 100mm

HEMELITE STANDARD LIGHTWEIGHT AGGREGATE BLOCKS

DENSITY 1350 TO 1600KG/m³ (3.5 N/mm² / 7N/mm²) OR SIMILAR

APPROVED WITH 100mm CAVITY. PROVIDE FULL FILL TO THE

CAVITY USING SUPAFIL PARTY WALL BLOWN INSULATION

INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S

INSTRUCTIONS. ALL MASONRY JOINTS TO BE FILLED FULL DEPTH

WITH CONTINUOUS MORTAR. 12.5mm BRITISH GYPSUM

WALLBOARD TEN FINISH (NOMINAL 9.8KG/m²) MOUNTED ON DABS.

7N

3.5N

EXTERNAL RENDER 100MM

100MM 7N CONCRETE BLOCKWORK OUTER LEAF TO RECEIVE

SPECIALIST RENDER SEE DETAIL                  FOR RENDER STOP

SEE DETAIL                  REFER TO MATERIAL SCHEDULE FOR TYPE

AND COLOUR.

CE[13]33.

CE[13]36.

STRUCTURAL METAL STUD PARTITIONS

INTERNAL STRUCTURAL STUD PARTITIONS TO BE CONSTRUCTED

USING GYPFRAME 48 AS 50 'C' STUDS AT 400mm C/C's

(MAX. HEIGHT 2500mm) WITH 9mm PLYWOOD TO ONE SIDE AND

12.5mm PLASTERBOARD FINISH TO BOTH SIDES (82MM FINISHED).

FOR INSULATION BETWEEN STUDS REFER TO GROUP

SPECIFICATION AND STANDARD DETAIL NO: IW[4]01.6

DENOTES CONSUMER UNIT TO BE INSTALLED AT A HEIGHT OF

BETWEEN 1350 - 1450MM. AS PER A.D. PART P REQUIREMENTS.

ELECTRIC CABLE TAILS FROM METER MAX. DISTANCE OF 2000MM.

REFER TO STANDARD DETAIL IS[9]09.

7N

7N

SS

SS

IN ACCORDANCE WITH PART G OF THE BUILDING REGULATIONS:

A MIXER/BLENDER VALVE IS REQUIRED ON ALL BATH TAPS TO

ENSURE THAT THE TEMPERATURE OF THE WATER LEAVING THE TAP

DOES NOT EXCEED 48 DEGREES AND CLOSE TO THE OUTLET TO

PREVENT THE COLONISATION OF WATER BORNE PATHOGENS.

DENOTES SYSTEM BOILER POSITION. REFER TO HEATING DESIGN

FOR MODEL AND ASSOCIATED EQUIPMENT.

DENOTES COMBINATION BOILER POSITION. REFER TO HEATING

DESIGN FOR MODEL AND ASSOCIATED EQUIPMENT.

BENCHMARK CERTIFICATE CONFIRMING THE COMMISSIONING OF

HEATING AND HOT WATER SERVICES, SHOULD BE MADE AVAILABLE

FOR SITE INSPECTION.

DUE TO THE NATURE OF THE BOILER A PLUME OF WATER VAPOUR

WILL BE DISCHARGED FROM THE FLUE. THIS SHOULD BE TAKEN INTO

ACCOUNT WHEN SITING THE FLUE TERMINAL CLOSE TO A BOUNDARY.

CO

MAINS CONNECTED CARBON MONOXIDE DETECTOR

LOCATED NEAR BOILER.
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W1

W3

DOOR SIZE.DOOR NO.

WINDOW SIZE & N0.WINDOW NO.
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SOCIAL 2B4P

ob.
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*

EC.

EC.

EC.

EC.

CHILDPROOF RELEASABLE WINDOW

RESTRICTORS TO ALL WINDOWS

DENOTES TOUGHENED SAFETY GLASS TO B.S. 6206 (SEE

DETAIL NO: WD[7]04)

DENOTES WINDOWS SUPPLIED WITH EASY CLEAN HINGESEC.

DENOTES OBSCURE GLASSob.

DENOTES WINDOWS TO BE SUPPLIED AS FIRE ESCAPE.

SEE DETAIL NO: WD[7]03 & REFER TO CONSTRUCTION

SPECIFICATION. SECTION 17. MEANS OF ESCAPE.

*
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Rev.
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FLOOR PLANS & ELEVATIONS

1:50:100 @ A1

STOP THINK!

Fragile Ceiling

A risk assessment must be carried out prior to any work commencing

within loft space.

STRUCTURAL CALCULATIONS PENDING

SHARED OWNERSHIP

SPECIFICATION LEVEL 1

A 22.05.17 CJS CJS

Movement joint locations added. 'Pending structural calculations'

stamp removed.


